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which controls activation of the discharging transistor,
is coupled to an AC coupling circuit so as to be adapted
to temporarily increase a voltage level on the third
terminal above a voltage level on the voltage rail.

[0054] E. The device of paragraphs A through D,
wherein a second terminal of the charging transistor is
coupled to ground so that, when activated, current is
adapted to flow from the voltage rail through the
inductor and through the charging transistor to ground.

[0055] F. The device of paragraphs A through E,
wherein the output node is coupled to an output antenna
and the stylus pen is adapted to transmit user input
signals over the antenna.

[0056] Alternative combinations can be as follows:

[0057] A. A stylus pen, comprising:
[0058] a power rail adapted to be coupled to a battery
source;

[0059]

[0060] an inductor having a first end coupled to the
power rail and a second end coupled to the output
antenna,

[0061] a charging transistor having a first terminal
coupled to the second end of the inductor, a second
terminal coupled to ground, and a third terminal
coupled to a charging control signal line; and

[0062] a discharging transistor having a first terminal
coupled to the second end of the inductor, a second
terminal coupled to the power rail, and a third
terminal coupled to a discharging control signal line.

[0063] B. The stylus pen of paragraph A, wherein the
third terminal of the discharging transistor is connected
to an AC coupling circuit.

[0064] C. The stylus pen of paragraph A or B, wherein
the charging control signal line is coupled to a resistor-
capacitor timing circuit.

[0065] D. The stylus pen of paragraphs A through C,
wherein the discharging control signal line is coupled
to a counter circuit so that the discharging control
signal line is independently controlled from the charg-
ing control signal line.

[0066] E. The stylus pen of paragraphs A through D,
further including the battery source coupled to the
power rail for producing a first voltage level, wherein
the second end of the inductor is adapted to produce a
second voltage level that is at least five times that of the
first voltage level.

[0067] F. The stylus pen of paragraphs A through E,
further including an oscillator circuit coupled to a
counter, the counter being adapted to generate a dis-
charge signal on the discharging control signal line.

[0068] G. The stylus pen of paragraphs A through F,
further including a diode coupled between the first
terminal of the discharging transistor and the first
terminal of the charging transistor.

[0069]

[0070] A. A method of producing a stylus pen output
signal, comprising:

[0071] providing an inductor coupled between a power
supply and an output antenna;

[0072] activating a charging transistor to draw current
from the power supply through the inductor;

an output antenna;
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[0073] deactivating the charging transistor so as to
generate a voltage level on the inductor output to the
antenna that is greater than a voltage level of the power
supply; and

[0074] activating a discharging transistor coupled
between the power supply and the output antenna so as
to drain the voltage level on the inductor output to the
power supply voltage level.

[0075] B. The method of paragraph A, wherein activat-
ing the discharging transistor includes generating a
voltage level on a gate of the discharging transistor that
exceeds the power supply voltage level by using an AC
coupling circuit coupled to the gate.

[0076] C. The method of paragraphs A through B,
wherein activating and deactivating the charging tran-
sistor includes applying a pulse to a resistor-capacitor
circuit, the output of which supplies an input signal to
a gate of the charging transistor.

[0077] D. The method of paragraphs A through C,
wherein activating the discharging transistor includes
counting clock cycles provided by an oscillator and
controlling an input to a gate of the discharging tran-
sistor based on the count.

[0078] E. The method of paragraphs A through D,
further including transmitting the stylus pen output
signal from the output antenna using the voltage level
generated on the inductor output.

[0079] F. The method of paragraphs A through E,
wherein the stylus pen output signal is an erasure
signal.

[0080] G. The method of paragraphs A through F,
further including dividing a clock signal and using the
divided clock in generating a signal to activate the
discharge transistor.

[0081] In view of the many possible embodiments to
which the principles of the disclosed invention may be
applied, it should be recognized that the illustrated embodi-
ments are only preferred examples of the invention and
should not be taken as limiting the scope of the invention.
Rather, the scope of the invention is defined by the following
claims. We therefore claim as our invention all that comes
within the scope of these claims.

We claim:

1. A device comprising:

a voltage boost circuit including a charging portion and a
discharging portion;

the charging portion including an inductor coupled at a
first end to a voltage rail and at a second end to an
output node, the inductor second end further being
coupled to a first terminal on a charging transistor; and

the discharging portion including a discharging transistor
having a first terminal coupled to the output node and
a second terminal coupled to the voltage rail so that the
discharge transistor is operable to discharge the output
node to the voltage rail.

2. The device of claim 1, wherein the charging transistor
is adapted to be activated by a first timing signal and the
discharging transistor is adapted to be activated by a second
timing signal, wherein a duration of pulses associated with
the first and second timing signals are independently con-
trolled through different resistor and capacitor-based cir-
cuits.

3. The device of claim 2, wherein the first timing signal
is adapted to be generated by a resistor-capacitor timing



